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CHICAGO PROTECTIVE APPAREL

HIGH HEAT PROTECTION

539-AKV
24" Wide x 39" Long Apron

Aluminized Para-Aramid #AKV 190z

THERMAL PROTECTION , ALUMINIZED APRON FOR HIGH
TEMPERATURES, WITH ALUMINIZED SYNTHETIC PARA ARAMID
FIBER WHICH IS ALUMINIZED AND COMES IN 190Z

WORKING TEMPERATURE 400-600 F (ABOUT 200-300 C)

FABRIC FOR EXPOSURE TO RADIANT HEAT UP TO 2000 DEGREES F.

Aluminized Korspun |

Production Information: Type: #1081
Description:

Additional Certification:

Coating Face:

Characteristics Test Method

Areal Weight ASTM D3776
Thickness ASTM D1777
Breaking Strength (Ibs.)

Warp 400 Ibs.
Fill 1501Ibs.
Tear Strength (Ibs.)

Warp CNM

Fill 45 Ibs.
Flame Resistance

After flame 2.0 seconds
Char length 0.5 inches
Radiant Reflectivity MIL-C-24929A

KORG645Plain

EN531 (Pass A, B2, C4, D2 And E3)
Gentex Dual Mirror Aluminized Fabric

English Metric
19.0 oz. / sq. yd. 645 gms. /sq. m.
0.045 inches 1.14 mm.
ASTM D5034

1779 N

667 N
ASTM D1424

CNM

200N
ASTM D6413

2.0 seconds

1.3cm.
30 seconds 30 seconds
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CHICAGO PROTECTIVE APPAREL

HIGH HEAT PROTECTION 536-AKV

COMBINATION OF PARA-ARAMID FIBERS
SURROUNDING FIBERGLASS MATERIALS WITH
ALUMINUM COATING

CAN WITHSTAND CONTACT TEMPERATURES OF

400-600° F

* DURABLE

* HIGH CUT AND ABRASION RESISTANCE

FABRIC FOR EXPOSURE TO RADIANT HEAT UP TO 2000 DEGREES F.

FABRIC DATA & CERTIFICATIONS

ASTM F935

IRON SPLASH ALUMINUM SPLASH

NO BURN NO BURN

ENISO 11612

RADIANT HEAT

m ALUMINUM SPLASH
E IRON SPLASH
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CHICAGO PROTECTIVE APPAREL

HIGH HEAT PROTECTION
24” WIDE x39 ” LONG BIB APRON, 190z ALUMINIZED PARA ARAMID
SNAPS & WEBBING STRAPS Made in the USA

Bib Apron
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CHICAGO PROTECTIVE APPAREL

HIGH HEAT PROTECTION 536-AKV

GENTEX Product Information

Aluminized Korspun |

Type: #1081-1
Description: KORB45Plain-1
Coating Face: Gentex Dual Mirror Aluminized Fabric
Note: T 1081-1 has a higher glass content than T 1081
Characteristics Test Method English Metric
Arcal Weight ABTM D3778 18.00z. f 5q. yd B45 gms. fsq. m
Thickness ASTM D777 0 045 inches 1.4 mm
Breaking Strength (lbs.) ASTM D504
Warp 350 lbs. 15857 N
Fill 100 Ibs, 445 N
Tear Strength (Iba.) ASTM D1424
Warp CHM ChM
Fill 20 Ibs B8N
Flame Resistance ASTM D84£13
After flame 2.0 seconds 2 1) seconds
Char length 0.5 inches 13om.
Radiant Reflectivity MIL-C-248234 30 seconds 30 seconds

Dual Mirror”

Dual Mirmor” is a Registered Trademark of Genlex Corporation, Carbondaie, B4

Farformanca dala contained hersn is laborslory derved.  Gentex Corporation does not, wiln 1his documant, warrant the pefommance
intended or impded. || 5 expacied that fabricalors exemise nECESSary Care In lbric saiaction. garmend design, snd manuiaciure, such thal
s indendied axposure takes due acoount of the parformancs reguinemens.



