
 
 
HIGH HEAT PROTECTION 593-AKV  

593-AKV 

Aluminized Para-Aramid  #AKV 19oz  
THERMAL PROTECTION , ALUMINIZED SLEEVE  FOR HIGH 
TEMPERATURES, WITH  ALUMINIZED SYNTHETIC PARA ARAMID 
FIBER  WHICH IS ALUMINIZED  AND COMES IN 19OZ 

WORKING TEMPERATURE 400-600 F (ABOUT 200-300 C) 

FABRIC FOR EXPOSURE TO RADIANT HEAT UP TO 2000 DEGREES F. 
 
 
 Aluminized Korspun I  
Production Information: Type: #1081 
Description:  

KOR645Plain  

Additional Certification:  EN531 (Pass A, B2, C4, D2 And E3)  
Coating Face:  Gentex Dual Mirror Aluminized Fabric  
Characteristics  Test Method  English  Metric  
Areal Weight  ASTM D3776  19.0 oz. / sq. yd.  645 gms. /sq. m.  
Thickness  ASTM D1777  0.045 inches  1.14 mm.  
Breaking Strength (lbs.)  ASTM D5034  
Warp  400 lbs.  1779 N  
Fill  150lbs.  667 N  
Tear Strength (lbs.)  ASTM D1424  
Warp  CNM  CNM  
Fill  45 lbs.  200 N  
Flame Resistance  ASTM D6413  
After flame  2.0 seconds  2.0 seconds  
Char length  0.5 inches  1.3 cm.  
Radiant Reflectivity  MIL-C-24929A  30 seconds  30 seconds  

 

  

 
 



 
 
HIGH HEAT PROTECTION 593-AKV  
COMBINATION OF PARA-ARAMID FIBERS 
SURROUNDING FIBERGLASS MATERIALS WITH 
ALUMINUM COATING 
  
CAN WITHSTAND CONTACT TEMPERATURES OF 
400-600° F  
• DURABLE 
• HIGH CUT AND ABRASION RESISTANCE 
FABRIC FOR EXPOSURE TO RADIANT HEAT UP TO 2000 DEGREES F. 
 
 

 
 
 

 
 
 
 
 



 
 
HIGH HEAT PROTECTION 593-AKV  

 

SLEEVES-ALUMINIZED 

PARA ARAMID BLEND, WITH A SNAP 

WRIST AND OPEN TOP 
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HIGH HEAT PROTECTION 593-AKV  

 


